











FOILED!

This section of water
heater flue pipe Is
made entirely out of
aluminum foil!
Gosh, | love my job!



Gutter-goof

A rain gutter capped on both ends. Don’t be surprised to find
decayed material inside.




Waterfall...

| the crawl space of a
newly-constructed
home after it had
passed all municipal
Inspections. The
bathtub drain was
never connected.

e &= E | captured this photo in




A recent inspection.
When the toilet was
flushed, water and

“whatever” spurted
out around this bottle.

How can people
live like this?




No Support

Another I-beam fiasco.
| hope there Is never
an earthquake near this
house!!




Homemade Humidifier

Saw this at an inspection, and it was good for a chuckle.
Apparently, the homeowner didn't want to mess with all that
high-tech gadgetry in a humidifier, so he replaced it with a Cool
Whip container filled with water!
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| smell a RAT

This Is a photograph of a
rat that entered an
electrical panel through an
open knockout. When it
came In contact with the
grounded box, it got fried!
| show this picture, to
homeowners who pooh-
pooh my complaint of
open knock-outs Iin
electrical panels.
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A Plumbing Odyssey 2007
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Wasn’t there a screen
saver like this? This is
a picture of some
amateur plumbing
work for the drain
system of a home.



Wrenching ldea

Generally, a solid shim block
or steel plate Is used between a
support column and girder.
When not available, is it ok to
use a rusted old pipe wrench
and weightlifter's plate as long
as they fit?



Another Use for Duct Tape

If you have a broken
framing member In
your attic, use the all-
purpose structural
repair kit—duct tape!




| guess we would call it a
1921 oversized junction box
(1' x 1.5")! Someone left a note
attached indicating some of
the wires were hot!! This 'box’
was located on the basement
ceiling and open!




First Heater Iin Space?

Not only did the
homeowners install the
water heater on its side,
but they replaced the
safety relief valve with a
large pressure gauge.
Fortunately, the house was
vacant and the heater not
pressurized at time of
Inspection.




Snug Fit

Just had to take this
picture of a chimney.
Have NEVER before
seen a chimney so
snug to a house wall,
when It doesn’t even
go above the
roofline!!!




Recycling gone just too far!
| i

The homeowner thought:
"I knew | could find a use
for that old jockstrap
someday.*



Linty

Here is a photo of a dryer
vent showing why they're
not supposed to be
screened. I've heard of
saving your pocket change
for a rainy day, but saving
the pocket lint? This was
someone’s idea to keep out
the birds; it took quite a bit
of work to make it this nice.




Cornered

This is a picture of
an electrical panel
with an apartment-
size washer/dryer
combo sitting right
In front of it. Hope
the owners don’t
have to get into it in
a hurry to turn off a
breaker in case of

- anemergency.




Treed

Do you like this
tree, used as
structural
support, at a
recent
Inspection.



Have a Seat

Have a seat and
tell me about
proper flex duct

. support. This Is
In the crawlspace
of an older
manufactured
home.




Dryer Wire

Here is the latest In
electrical wiring
techniques for dryer
hookups. | guess he
ran out of electrical
tape in the middle of
this project.... My
guess Is that the
homeowner turned off
the breaker before
connecting this.




Cheapness
Knows
NO

| Bounds

The owner of this house apparently did not want to buy two
garage door openers when one installed in the center of the

two doors, and connecting them like this, would do almost as
nicely!



Marketing Opportunity

The people at
Rubbermaid may
be proud of a
new-found use
for a garbage can
lid! Put it on your
roof vent & screw
It down...




Roomy In here, In here, In here

Is that an echo?

Some fireplaces
are easier to
Inspect than
others...
Especially
when there Is
no damper
anywhere!




Please click here to return to

web-site



http://www.inspections-plus.com/



